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BANG & OLUFSEN DISTRIBUTORS 


AUSTRALIA 

G.R.D. Group Pty. Ltd. 
698 Burke Road 
Camberwell 

Victoria 3124: 


Phone: (03) 82-1256 


AUSTRIA 

A. Weiner Ges.m.b.H. 
Serviceabteilung 

1140 Wien 
Cumberlandstrasse 16 


Phone: (0222) 827491 


BELGIUM 
S.A. Bang & Olufsen N.V. 
523 Avenue Louise 
1050 Bruxelles 
62-520 22 Yo 
Phone: (02) 6484858 


rue Bolbrck« oy. Kako 


CANADA 

BSR (Canada) Limited 
970 McEachran Ave. 
Montreal 154. P.Q. 
H2V 3E3 


Phone: 514/273-8354 


DENMARK 
Bang & Olufsen a/s 
7600 Struer 


Phone: 07/8511 22 


FINLAND 

OY Bang & Olufsen AB 
Kuortanegatan 1 

SF - 00510 Helsingfors 51 


Phone: 716400 


FRANCE 

Ets. VIBRASSON 
97-99 Rue Damremont 
75018 Paris 


Phone: 01/255.42.01 


GERMANY 

Beo Hifi-Gerate 
Vertriebsges.m.b.H. & Co. 
2000 Hamburg 1 
Wandalenweg 20 


Phone: 040/287 4230 


3505195 ApS Ekspres-Trykkeriet, Struer Form. 6694 4-78 


GREECE 

John UI. Kyriacopoulos & Co. 
19 Amerikis Street 

Athens 135 


Phone: 3627697 - 3606543 


HOLLAND 
Bang & Olufsen 
Nederland B.V. 
P.O. Box 36 
’S-Graveland 


Phone: 035-618 24 


HONG KONG 

The Radio People Ltd. 
25, Chatham Road 
Kowloon 


Phone: 6632 41-2 


IRAN 

Golavaz Co. Ltd. 
Saman Center — 
Elizabeth Blvd. 
Tehran 14 


Phone 623088-655218 


IRELAND 

Bang & Olufsen 

United Kingdom Limited 
Gloucester GL4 7DE 


Phone: 0452/ 21591 


ISRAEL 

Royal Electronics Limited 
48 Hanamal Street 

Haifa 


Phone: 624224 


ITALY 

Audio Italiana s.r.l. 
Via Casilina 97, 
00182 Roma 


Phone: 06 - 75 16 62 


LUXEMBOURG 

S.A. Bang & Olufsen N.V. 
523 Avenue Louise 

1050 Bruxelles 


Phone: (02) 6484858 


NORWAY 

Bang & Olufsen A/S 
Bragerhagen 35 
3000 Drammen 


Phone: (03) 83 31 80 


¥ 


SINGAPORE 

Eastland Trading Company 
P.O. Box 1128 

Singapore 7 


Phone: 21021 


SOUTH AFRICA 
Teltron (Pty) Ltd. 
17 Faraday Street 
Village Main 

P.O. Box 264 
Johannesburg 


Phone: 21-5664 


SWEDEN 

Bang & Olufsen Svenska AB 
Grevgatan 58 

11458 Stockholm 


Phone: 08/631260 


SWITZERLAND 
Bang & Olufsen 
Kanalstrasse 27 
8152 Glattbrugg 


Phone: (01) 8100266 


UNITED KINGDOM 
Bang & Olufsen 

United Kingdom Limited 
Eastbrook Road 
Gloucester GL4 7DE 


Phone: 0452/21591 


USA 

Bang & Olufsen of America 
Inc 

515 Busse Road 

Elk Grove Village 

Ill 60007 


Phone: (312) 640 - 0660 


If you want information about 
other addresses than the 
ones listed here you are wel- 
come to write to 


Bang & Olufsen a/s 
International Consumer 
Division 

Bomark 

7600 Struer 

Denmark 
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OPERATION 


12” records: Press 33 
7” records: Press 45 


10” records: Move the pickup arm in to the first 


groove and press 33. 


Special 7” records, 33 rom: Move the pickup arm — 
to the first groove and press 33. 


Pause: Press PAUSE. 


To continue playing from the same point, again 


press 33 or 45. 


You may also move the pickup to another 
passage and again press 33 or 45. 


To stop before the record has finished, press 


STOP. 


Wiping of records 


Pressing TURN will cause the turntable to rotate 
without the pickup being moved in. 


Adjustment speed 


Press TURN and keep the button depressed while 
turning the rimoperated wheel. Correct speed is 


obtained when the pointer is at 0. 


WARNING: To prevent fire or shock hazard, do 
not expose this appliance to rain or moisture. 


Care of Discs 

In designing the Beogram, 

every effort has been made to 
ensure that your records can be 
played many times with no dete- 
rioration of sound quality. 
However, there is something you 
can do. You can minimize wear 
by avoiding dust particles and 
finger prints on your records. 
Dust can be wiped off using one 
of the aids which are commer- 
cially available. 


We assume that you keep your 
discs in their jackets. 

Care should be taken in 
removing a discs because the 
friction against the inner side of 
the jacket is enough to give the 
disc a static charge which 
attracts dust. Hold the disc 
jacket so that its sides bend 
away from the disc. Put your 
hand in below the disc so that 
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Stylus Force 


dial. 


1 gram. 


record player. 


Pickup Cartridge 


Set the slide control to the desired value on the 


Recommended stylus force for the MMC 4000 is 


Records with Large Center Holes 


Place the adaptor which is supplied on the record 
spindle before putting on the record. 


Treat the pickup stylus with care. Put the stylus 
quard on before wiping dust off the metal 
surface, and before moving or transporting your 


If arecord is warped, eccentric or otherwise 
defective, or if the room temperature is well 
below calibration temperature (24°C, 75°F) or 
with a récord which is cut at extremely high 
modulation levels it may be necessary to 
increase the stylus pressure to 1.2 grams. 


the middle finger touches the 
center hole and the thumb gribs 
the rim of the disc, without 
touching the grooves of the 
disc. Pull the disc out of its 
jacket in such a manner that the 
jacket only touches the edge of 
the disc, not the flat surfaces. 
Hold only the rim of the disc 


when putting it on the turntable. 


Keep the dust cover of your 
Beogram closed while playing 
the disc. 

Put the disc back in its jacket in 
the same careful manner, 
avoiding friction between the | 
sides of the disc and the jacket. 
By doing so you help to reduce 
the need for antistatic wiping of 
your disc. | 





Set up of Beogram 2400 \ 
In order to avoid damage during C 

transit, your Beogram is packed 

in a special carton, and several 

components are taken off and 

placed separately in the foam 

insert. 


D . C Insert the pickup cartridge in 

. the arm contacts, with the 
stylus guard in place, and 
before removing packing 
component D. 

D Take packing component with 
turntable out of the record 
player. 

Take off the stylus guard and 
set the pickup arm stylus 
pressure to the recommend- 
ed value of 1 gram. 





The tone arm balance is fac- 
tory preadjusted for your con- 
venience. 


A Take off the end pieces and 
open the dust cover. 


i e 





B Insert the counterbalance E Turn the three transit screws 
weight in the rear section of clockwise as far as they will 
the pickup arm, before remov- go. 


ing packing component D 


Put the turntable down on the 
; . under-turntable. If you subse- 
rhe quently have to take off the turn- 
‘ table, the easiest way to do this 
a is to first lift the record spindle 
and thereafter put your fingers in 
under the turntable rim. 


Keep the carton and packing for 
possible subsequent transport 
of your record player. 


Connecting to an Amplifier or 
Receiver 


Your Beogram has acable which 
is fitted with 2 pin plugs marked 
"I? left and ’R” right, or colored 
grey for left and black for right 
channel. 

Inset these plugs into the 
low-impedance phono jacks of 
your amplifier or receiver. Attach 
the black ground lead to the 
ground terminal on your 
amplifier or receiver. 


Power connection 


The Beogram is designed 

for operation on 117 volts, 60 
Hz. It will operate on voltages 
between 110 and 130 volts. 


161% inc. 


poe 





Space requirements 


Allow a free height of at least 
16% inches to enable the dust 
cover to be opened fully. 


» 


| 




















MAINTENANCE 
Pickup 


It is recommended that the 
stylus is cleaned regularly, to 
maintain optimum sound 
quality, and at the same time 
protecting your valuable records 
and insuring long life of the 
stylus. 
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Removal of the pickup cartridge 


Hold the pickup arm firmly with 
one hand while carefully moving 
the cartridge from side to side 
and pulling outwards with the 
other 


Metal surfaces 


The chassis deck and:-turntable 
can usually be kept clean witha 
dry cloth. 


Be careful not to damage the 
stylus. Put the stylus guard in 
place before wiping the metal 
surfaces clean of dust, and 
before moving or transporting 
your record player. 


Any grease stains on the metal 
surfaces can be removed witha 
soft cloth moistened in acold or 
lukewarm solution of detergent 
in water. 

Thereafter wipe throughly witha 
dry cloth. 


Dust cover 


Repeated cleaning with a dry 
cloth will cause the dust cover to 
eventually pick up a static 
charge. It is therefore advisable 
to use detergent once in a while, 
when wiping the dust cover. 


Teak and Rosewood 


If the wood surface seem grey 
and dry you may apply athin 
film of ordinary furniture oil, 
though not more than once or 
twice a year. 


Blond Oak 


The removal of dark spots 
requires acetone. Do not use oil 
under any circumstances - even 
non-oil detergent or non-oil wax 
can cause discoloration of the 
Surface. 

Should more extensive 
treatment or repairs become ne- 
cessary, consult your dealer. 





TECHNICAL DATA 

Type No. — 

Speeds — 

fonearm. 

\uiomatic pickup movement 
Automatic speed selection 
Wow and flutter, DIN 

Wow and flutter, WRMS 
Rumble DIN unweighted 
Rumble DIN weighted 
Speed deviation 

Speed control range 
Stylus pressure range 
rangential tracking error 


Lift system 
Antiskating 
Motor. 

Drive system 
rurntable 
Dust cover 
Power supply 
Frequency 


Power consumption 
Dimensions WxHxD 
Weight 

Pickup 

Stylus. 

Radius of Curvature 
requency range 

Channel separation 1000 Hz 
400 » 10.000 Hz 

Channel difference 
intermodulation 
Recommended stylus pressure 
Compliance 

Lffective tip mass 

Output mV/10 cm/sec. 


Subject to change without notice 


BEOGRAM 2400 
5716 

Stereo, matrix 
33 - 45 rom 
Pivoting 

Yes 

Yes 

+ 0.06% 
+ 0.03% 
43 dB 

63 dB 
0.05% 

+ 3% 
0-2gram 
0.126°/cm 
Mechanical 


AIVIVIATA 


V 


Automatic 

Servo controlled DC 
Flat belt 

12 inc.-LBS1.76 
Hinged 

117 volts 

60 Hz 

8 watts 

17% x3% x13 inc. 
13.2LBS 

MMC 4000 
Elliptical naked diamond 
5x17 um 

20 - 25,000 Hz + 1.5dB 
> 25dB 

> 20dB 

< 1.5dB 

< 1% 

1 gram 

30 x 10°68 /dyn 

0.4 mg 

8.5 mV/47 kohms 


BANG & OLUFSEN GUARANTEE 


In other countries in which Bang 
& Olufsen products are officially 
marketed any authorized Bang & 
Olufsen dealer will repair any 
defect or malfunction in the 
product free of charge providing 
that: 

The product is ’in warranty” 
under the terms of duration 
stated in the Limited Warranty. 
The defect or malfunction was 
not caused by damage while in 
possession of the consumer due 
to incorrect installation, 
maladjustment, misuse, 
negligence or servicing by the 
consumer, or by a failure on the 
part of the consumer to provide 
reasonable and necessary 
maintenance. 


In order to obtain ”in warranty” 
service outside the US, itis 
essential to provide reasonable 
proof of the date of the first 
purchase at retail. 


If you leave the US to reside in 
another country, Bang & 
Olufsen of America, Inc. will 
provide you with a’’Verification 
of purchase” document which 
will confirm to Bang & Olufsen 
branch offices and/or sales 
agents the date you purchased 
your Bang & Olufsen product in 
the US. 


If you wish to receive a 
’Verification of purchase”’ 
please address: 


International Guarantee Dept. 
Bang & Olufsen of America, Inc. 
515 Busse Road 

Elk Grove Village 

Illinois 60007 


Your request must be 
accompanied by reasonable 
proof of purchase, e.g. 
cancelled check, sales receipt 
etc. 





